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TERAPAVE ®

Strength Enhancing and Water-Repellent Admixture

Product Description

TERAPAVE ®is a liquid admixture added to the concrete during the batching process. It provides workability, increased
strengths, tight surface texture and water-repellency thereby minimizing the potential for efflorescence in pavers, tile
and other low slump concrete products.

Product Uses

TERAPAVE is recommended for use in the production of pavers, tiles, curbs and other products where water-
repellency, quality, increased strengths, enhanced production and the resulting surface texture are important.

How it Works

TERAPAVE is designed to improve water-repellency and reduce the efflorescence tendency in concrete masonry units.
TERAPAVE works in zero or low slump concrete mixes which are characteristically dry, containing only sufficient water
for the hydration of the cement.

TERAPAVE compensates for the water deficiency in such mixes and improves the workability of the mix. TERAPAVE
provides more complete hydration of the cement, and consequently gives greater strength to the end product.
Depending upon the mix design, addition of TERAPAVE can increase the compressive strength of the CMU by up to
30% at the same cement content.

TERAPAVE allows for better compaction of the unit, with less cracking, sharper corners and edges, resulting in fewer
culls. Production can be increased, shrinkage and absorption reduced, and appearance and texture greatly improved.

TERAPAVE reduces the penetration of water into the CMU and diminishes the potential for efflorescence.

Product Advantages

Reduced Water Absorption
Admixture for Low Slump Concrete
15-30% Strength Increase

Faster Cycling Time

Reduced Efflorescence

Cost Effective

Smoother, Denser Surface
Reduced Cracking

Increased Plasticity in the Mix

Sharper Corners and Edges
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e Uniform Texture
e Fewer Culls
® Reduced Shrinkage

Application Information
Addition Rates:

TERAPAVE is used at a rate of 4 to 10 fl 0z/100 Ibs of cement, plus an additional 1 to 2 fl 0z/100 Ibs of fly ash, silica
fume or other pozzolans in the mix. TERAPAVE should be added separately to the mix for best results. Consult your
GCP representative for information on addition rate for your particular application.

Dispensing Equipment:

A complete line of GCP dispensing equipment is available for TERAPAVE.
Packaging:

TERAPAVE is available in drums and returnable totes.

Freezing:

TERAPAVE must be protected from freezing.
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Confidiamo che le informazioni date con la presente siano utili. Sono basate su dati e conoscenze che riteniamo vere ed accurate e sono messe a disposizione dell'utente perché li consideri, facendo le opportune verifiche. Tali informazioni non rientrano nei nostri obblighi
quali fornitori e per esse nessun compenso, esplicito o implicito, viene richiesto e/o viene dato. Anche per questo non assumiamo alcuna responsabilita per I'uso di tali informazioni e per i risultati che possono essere ottenuti. Nessuna informazione, raccomandazione o
suggerimento pud essere intesa ad un impiego in un processo che violi qualsiasi brevetto, copyright o diritto di terzi

TERAPAVE sono marchi registrati della GCP Applied Technologies Inc in USA o in altri stati. Questa lista di marchi registrati & stata composta usando le informazioni disponibili alla data di pubblicazione e potrebbero non riflettere accuratamente la proprieta o lo status di
essl

© Copyright 2017 GCP Applied Technologies Inc. Tutti i diritti riservati

GCP Applied Technologies Inc., 2325 Lakeview Parkway, Alpharetta, GA 30009, USA
GCP Italiana S.p.A. - Via Trento, 7 - 20017 Passirana di Rho, Milano, Italy

Questo documento & aggiornato solo a partire dalla data dell ultimo indicato di sequito ed & valido solo per uso in Italia. & importante consultare sempre le informazioni attualmente disponibili sullURL.di sequito per avere le informazioni sul prodotto piti recenti al
momento dell'uso. Documenti aggiuntivi come i manuali di utilizzo, bollettini tecnici, disegni dettagliati e raccomandazioni dettagliate e altri documenti rilevanti sono disponibili anche su www.gcpat.fr. Le informazioni trovate su altri siti web non dovrebbero essere
utilizzati, in quanto potrebbero non essere aggiornati o applicabili alle condizioni del tuo paese e non ci assumiamo alcuna responsabilita quanto al loro contenuto. In caso di conflitti o se hai bisogno di ulteriori informazioni, contatta il servizio clienti di GCP.
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